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Electrical
(for ambient
light only)

Electrical
(for ambient
light only)

Zero Clearance
to Stand-Offs
at Top

Gas

x x

6-5/8” dia. Venting

Center
Line

Min. 36” to combustible materials

66” 

46-3/4” 

Zero Clearance to Stand-offs
at Back and Sides

24”

50”

43-1/2”

1/2” thick cement board
required above and on
each side of engine
(supplied w/engine)

FRAMING DIMENSIONS

Between underside
of header and base of
heater.  Note:  May
increase if raising heater
further.  See Hearth
Requirements Section.

Any surface directly in front of 
the unit which is at a height of 
less than 4” from the bottom of 
the unit must be non-combustible. 
See chart for minimum 
non-combustible projection 
required to protect combustible 
flooring in front.

When the appliance is 
installed directly on 

carpeting, tile or other 
combustible material 

other than wood 
flooring, the appliance 
shall be installed on a 
metal or wood panel 

extending the 
full width and depth 

of the appliance

When using certain optional 
accessory mantels and 
trims, the heater must be 
installed flush with the 
surface of the finished 
hearth or floor and the wall 
finish surrounding the unit 
must be limited to the 1/2” 
cement board with 1/2” 
material abutting to it (no 
additional material on top).

Model 1200 Ventana
Dimensions, Clearances & 
Hearth Requirements 

Optional Trims Outer Dimensions

Framing
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616STK—Arched Stone Trim
(requires a 3-sided Backing Plate

44-1/2”

45”
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617STK—Stone Trim
(requires a 3-sided Backing Plate)

614CVI—Arched Cast Iron Surround
(requires a 3-sided Backing Plate)

43-5/8”

35
-3

/4
”

Backing Plates (Flush to Hearth)
1240BPK—3-sided Plate, no door
1215FDV—FenderFire Double Doors
1220FSV—FenderFire Single Door
1240DKA—Alhambra Doors
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615CVI—Cast Iron Surround
(requires a 3-sided Backing Plate)

45-1/4”
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Backing Plate (4-Sided)
1241FBK—4-sided Plate, 
no door

35-3/4”

31
-1

/8
”

1-1/2”
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Using 616/617STK 
Stone Trim Kits

Surface of 
Combustible 
Floor or Carpet

Bottom of 
fireplace

Wood is Allowed
Directly Below Fireplace

Combustible 
Floor Allowed

2 “

616STK/617STK 
Leg & Hearth

Air Gap

Non-combustible 
substrate 
construction 
detail

Surface of 
Combustible 
Floor or Carpet

Bottom of 
fireplace

Wood is Allowed
Directly Below Fireplace

Non-Combustible 
Finish

1/2” Insulation 
Board supplied
with fireplace

DO NOT FINISH ABOVE
THIS HEIGHT!
(Hearth MUST be at this height
when using certain accessories)

See Chart above for Required Projection

2” 1”4”5” 3”

2”
1”

4”
5”

3”

32-1/2”

Fireplace Opening

Wall

Min. 6” 
between edge 

of opening
and wall

Face of 
Finished
Wall

Note
Right Side Clearances 
are the same 

Shading denotes
allowable location

for combustible
mantel legs

Minimum Combustible 
Sidewall / Mantel Leg 
Clearances—Top View

FIREPLACE

Bottom of Unit

Face of 
Cement Board
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33”

28”

Mantel Projection
(from Face of Cement Board)

Mantel
Height
(from
Bottom
of Unit)

Fireplace 
Opening

Firebox Height

Ceiling
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Minimum 
Combustible 
Mantel 
Clearances—Left 
Side View Front of Fireplace

(Surface of Cement Board) Min. Hearth Projection
Required to Protect 
Combustible Floor

Surface of 
Combustible 

Floor or Carpet

Bottom of 
fireplace

When using Optional Trims and 
Mantels, Surface of Finished 
Hearth Must Be Flush With 
Bottom of Fireplace
(otherwise, optional trims will not fit) Surface of Hearth

(non-combutible material on
non-combustible insulation board
see diagram below)

Wood is Allowed 
Directly Below Fireplace

Raised 1” 
above combustible floor

Raised 2” 
above combustible floor

Raised 3” 
above combustible floor

Raised 4” 
above combustible floor

3” 6” 9” 12”

4”

3”

2”

1”

Minimum Hearth Projection when 
Combustible Flooring Within 4” of 
Bottom of Heater

Mantel Clearances Hearth Requirements

Model 1200 Ventana
Dimensions, Clearances & 
Hearth Requirements 
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